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ALZMETALL ALZMETALL iTRONICiTRONIC

ALZMETALL – Drilling Machines – iTRONIC Series

• Multi-Touch Display 

with scratch-resistant

safety glass

• Clearly visible

• Simple and uniform menu

navigation with pictograms

TFT-LCD-Display with Touch Function

New: starting

01.07.2019
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ALZMETALL ALZMETALL iTRONICiTRONIC

ALZMETALL – Drilling Machines 

ALZTRONIC series i6 - i9 - i12   and   i14 - i16

5” TFT-LCD-Display with Touch Function – Standard:

• Manual setting of the Rpm value – Nominal Value
• Rpm Readout – Actual Value  
• Drill Depth Readout with Zero-Setting (Drill start)
• Virtual Scale with synchronized Zero-Setting  

• Status indicators and warnings

• Service Informations
• Language switch: D/ E/ F/ ESP/ I / NL/ RUS 

New: starting

01.07.2019
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ALZMETALL ALZMETALL iTRONICiTRONIC

ALZMETALL – Drilling Machines

ALZTRONIC series i6 - i9 - i12 and  i14 - i16

5” TFT-LCD-Display with Touch Function – Options:

• Technology Calculator in the Display – calculation of 
Cutting Parameters through inputs:
- Machining process (Drill-Tap-Countersink-Counterbore-Ream)
- Tool Diameter
- Cutting Speed
- Material List

• LED Light with On/Off Functions

New: starting

01.07.2019
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ALZMETALL ALZMETALL iTRONICiTRONIC

ALZMETALL – Drilling Machines – iTRONIC

ALZSTAR Series – AX series - AB Series

New: starting

01.07.2019

7” TFT-LCD-Display with Touch Function -Standard:

• Manual setting of the Rpm value – Nominal Value
• Rpm Readout – Actual Value  
• Drill Depth Readout with Zero-Setting (Drill start)
• Virtual Scale with synchronized Zero-Setting  
• Status indicators and warnings
• Service Informations
• Language switch: D/ E/ F/ ESP/ I / NL/ RUS 
• AB 40 iTRONIC: Automatic control of the actual Rpm speed

value vs. the nominal/setted speed value
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ALZMETALL ALZMETALL iTRONICiTRONIC

ALZMETALL – Drilling Machines – iTRONIC

ALZSTAR Series – AX Series – AB Series

New: starting

01.07.2019

7” TFT-LCD-Display with Touch Function – Options:

Technology Calculator in the Display – calculation of 
Cutting Parameters through inputs:

- Machining process (Drill-Tap-Countersink-Counterbore-Ream)

- Tool Diameter
- Cutting Speed
- Material List

• LED Light with multiple On/Off control Functions

• Coolant Device with multiple On/Off Functions
• Tapping/Threading device with control Functions
• Drill depth control with control Functions (AB Series)
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ALZMETALL ALZMETALL iTRONICiTRONIC

ALZMETALL – Drilling Machines – iTRONIC Series
Added Value with iTRONIC – Machines

• TECHNOLOGY CALCULATOR in the Display 
as an Option:

The Technology Calculator is guiding operators through

their machining task

Calculation of the Rpm Speed and Advance Speed

-Input of the tool Ø, Cutting Speed Vc = m/min
plus
Selection of the Machining Process
Drill – Tap/Thread – Countersink – Counterbore – Ream

OR

- Input of the tool Ø, selection from the Material List
plus
Selection of the Machining Process
Drill – Tap/Thread – Countersink – Counterbore – Ream

possibility for taking over this value, in order to function
as the nominal (setted) Rpm Speed Value in the main screen
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ALZMETALL ALZMETALL iTRONICiTRONIC

ALZMETALL – Drilling Machines – iTRONIC Series

Added Value with iTRONIC – Machines

• Simple and Uniform Operator guidance through Pictograms

• Optimal Readability with 5“ (ALZTRONIC series) or 7“ Displays (ALZSTAR – AX – AB)

• Digital Depth Readout – in tenth of a mm – Zero Point Setting – Standard

• Virtual Depth Scale – Standard

• Maximum Drilling Depth – Depth measuring feature - Option

• Energy-savings by automatic On/Off switching of Light and Coolant Pump – Option
(for ALZSTAR Series, AX Series, AB Series)

• Safety: Status indicators and Warnings – Standard

• Safety: Spindle Brake Function (only with ALZTRONIC Series) – Standard
(the spindle is braking within a second, even when running from a high Rpm, even when the current is
cut-off suddenly)

• Automatic Rpm Speed Control in the AB 40 iTRONIC – Standard

• Main Power Switch, lockable – Standard

• Control Voltage 24 V (with ALZSTAR Series, AX Series, AB Series) - Standard
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ALZMETALL ALZMETALL iTRONICiTRONIC

ALZMETALL – Drilling Machines – iTRONIC Series

Added Value with iTRONIC – Machines

• Tapping/Threading with switch Functions:
- Push button for starting the Right turn (CW)
- Push Button for starting the Left turn (CCW) – (Option)

• Tapping/Threading Device with Control Functions – Options:
- Setting the Tapping depth with the Touch Display = Fixation of the

Reversing depth, Right turn into Left turn (CW -> CCW)
- Foot switch for free switching between Right turn and Left turn during the

threading process
- Push Buttons in the Drilling Machine‘s Cross Handle for free switching

between Right turn and Left turn during the threading process
(only for the AB Series , AB 26 – AB 34 – AB 40 iTRONIC)
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ALZMETALL ALZMETALL iTRONICiTRONIC

ALZMETALL – Drilling Machines – iTRONIC Series

Added Value with iTRONIC – Machines

AB 26 – 34 – 40 iTRONIC

• Drill depth control with switch functions – Option:
- Drill depth program

- Chip cutting feature

- Free cutting feature

Memory for 3 Tools incl. Rpm Speed
and editable Tool description
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ALZMETALL ALZMETALL iTRONICiTRONIC

ALZMETALL – Drilling Machines – iTRONIC Series
Added Value with iTRONIC – Machines

• LED Light with On/Off control functions – Option:

- The LED Light may be switched manually On and Off at the Lamp itself and also     
by pushing the Pictogram in the Display

- The LED Light may be switched On and Off automatically by changing
the mode to automatic. The LED Light will then be switched On in the moment
the Quill /Spindle is moving down from the top level position. When returning, the
Light is switched off (with a delay for changing work pieces illuminated) 
(ALZSTAR series, AX Series, AB Series)

• Coolant Device with control Functions – Option:

The Coolant Device may be switched manually On and Off by pushing the
Pictogram in the Display. The Pictogram is dynamically showing that the device is running.

- The Coolant Device may be switched On and Off automatically by changing
the mode to automatic. The Coolant Device will then be switched On in the
moment the Quill /Spindle is moving down from the top level position. When
returning, the Coolant Device is switched off automatically
(ALZSTAR series, AX Series, AB Series)


